STAINLESS STEEL HEX
HEAD BOLT W/WASHER

PULL SLOT

SKID RESISTANT
SURFACE

EXTENSIONS AS REQUIRED
BY CONDUIT DEPTH

KNOCKOUTS — (8)

SLOPE GRADE AWAY
FROM COVER 1" IN 3’

GRAVEL DRAINAGE BED MINIMUM 12"
DEPTH EXTENDING 6° BEYOND ALL
EDGES. MINIMUM SIZE GRAVEL 1*
(CAS OR CA7).

MOUSEHOLES — (2)
CONDUITS LARGER THAN MOUSEHOLES
CAN ACCOMMODATE, SHALL ENTER

BOTTOM OF HANDHOLE WITH LONG
RADIUS SWEEPS.

STAINLESS STEEL 304 %"X%"x.063
WOVEN METAL MESH ABOVE GRAVEL
FOR RODENT CONTROL.

EXTERIOR HANDHOLE DETAIL (HH-1)

1 NO SCALE
NOTES:
ALL DIMENSIONS ARE NOMINAL INSIDE CLEARANCES.
ALL SPLICES OR DEVICES IN HANDHOLE SHALL BE SUBMERSIBLE.
SEAL ALL CONDUIT ENDS WITH DUCTSEAL

-t
.

d 0N

PROVIDE COVERS WITH "TELECOMMUNICATIONS® LOGO FOR ALL TECHNOLOGY HANDHOLES AND
"ELECTRICAL” LOGO FOR ALL ELECTRICAL HANDHOLES.

FINISHED GRADE
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PROVIDE #8 METALLIC
TRACER WIRE IN CONDUIT

///\\\/

HIGH DENSITY POLYETHYLENE
(HDPE) CONDUIT PULLED IN
AFTER BORE. (TYP.)

\
NN
//\\///

BENTONITE SLURRY PUMPED
IN DURING OR AFTER
CONDUIT INSTALLATION

X X ’
D N N N N AN AN AN
YRR R KR

3 DIRECTIONAL BORE DETAIL

120 VOLT CIRCUIT
P1—4

— PHOTOCE.L
|

TIME SWITCH,
—\ MOUNT IN MECH.
TC
U/

Y
EXTERIOR LIGHTING

EXTERIOR LIGHTING CONTROL DIAGRAM

MARKER TAPE WITH
METALLIC TRACER, 12°
ABOVE DUCT BANK.

#4 BARS CONTINUOUS

(1 1/2° CONDUIT AS I
SHOWN ON SITE PLAN.) o

4" SCHEDULE 40 PVC

2500 PSI CONCRETE

PRECAST CONCRETE PADS

4" MINIMUM COMPACTED
AGGREGATE BASE. (@
ON UNDISTURBED EARTH

A
UNDER EACH SPACER. S
DO
ja ‘%{
DSOS

6 NO SCALE

NOTES:
1. REFER TO E-1001-5.1 FOR ELECTRICAL EQUIPMENT SCHEDULE.

3 I I I © | | 8 | Y |
GENERAL SHEET NOTES
1. UTILUTY: PACIFIC POWER
T ADDITIONAL SENSOR WHEN REQUIRED BY ROOM Y CONTACT: RICK WHEELER
SIZE OR SHAPE PHONE: (541) 858—3204
' 2. ALL TELECOMMUNICATIONS CONDUITS
OCCUPANCY SENSOR SHALL RECIEVE (2) 3 CELL MAXCEL
LoW YT WRNG I i LTS
MOUNT POWER/RELAY UNIT ON JUNCTION SHALL BE INSTALLED IN A SINGLE CELL
jjee BOX ABOVE CEILING. OF THE INNERDUCT.
I T ¥ l\;lcl)leNXOLTAGE 3. REFER TO E1001-5.1 FOR GENERAL
1 o | 4 ~~— \ _ ELECTRICAL EQUIPMENT SCHEDULE.
LR " s ON—OFF \_/LAMP BALLASTS REFER TO E-2.2
v SLAVE RELAY UNIT WHERE ) _ FOR CONTINUATION
LI ADDITIONAL CIRCUITS ARE \_/LAMP BALLASTS 1 a
e Fo CONTROLLED. ~—— ) _ SN
] " s ON—OFF xl.mp BALLASTS ~ | N

\_LAMP BALLASTS

CONTROL SEQUENCE:

v

CONTROL WMITH MANUAL SWITCHING AND OCCUPANCY SENSOR ON/OFF. OCCUPANCY SENSOR

SHALL SHUT LIGHTING OFF AFTER THE ROOM IS VACANT.

Fom I

) OLAMP BALLASTS
I, 1l ~

L' " JoccUPANCY SENSOR \—/LAMP BALLASTS

CONTROL SEQUENCE:
WALL MOUNTED OCCUPANCY SENSOR ON—OFF CONTROL.

| OOUTBOARD LAMP BALLASTS

OUTBOARD LAMP BALLASTS

'@

\—/INBOARD LAMP BALLASTS

INBOARD LAMP BALLASTS

CONTROL SEQUENCE:
MULTI-LEVEL SWITCHING AND 3—WAY OR 4 WAY SWITCHING OF INBOARD LAMPS.

§ ) OUTBOARD LAMP BALLASTS
[ |: __'|0N_°FF OUTBOARD LAMP BALLASTS
S
~~— M\

_i"___'iou-orr

xmsomo LAMP BALLASTS

\_/INBOARD LAMP BALLASTS

~N

CONTROL SEQUENCE:
PROVIDE TWO LEVELS OF LIGHTING AND OFF.

~N

MULTI-LEVEL SWITCHING OF INBOARD AND OUTBOARD LAMPS TO

LIGHTING CONTROL DIAGRAM

2 NO SCALE

NOTES:
1. SEE LIGHTING PLANS FOR ACTUAL NUMBER OF LUMINAIRES.

MARKER TAPE WITH

METALLIC TRACER, 12"

ABOVE CONDUITS.

UNDERGROUND CONDUIT(S) \
SEE PLANS FOR QUANTITY,
SIZE AND TYPE.

COMPACTED SAND BEDDING,
MINIMUM 3" BELOW AND TO

SIDES OF CONDUITS AND 6"
ABOVE CONDUIT.

O

\~FINISHED GRADE

MINIMUM 24" DEPTH
MAXIMUM 30" DEPTH

UNDERGROUND CONDUIT DETAIL

4 NO SCALE

NOTES:

1. INSTALL 200 Ib TENSILE STRENGTH PULL ROPE IN ALL EMPTY CONDUITS.
2. TRENCHING AND BACKFILL ACCORDING TO SPECIFICATION SECTION 16010.

3" MIN. |

24" MIN, 30" MAX

~— FINISHED GRADE

DUCT BANK DETAIL

7 NO SCALE

NOTES:

1. INSTALL 2000 Ib TENSILE STRENGTH BRAIDED
POLYPROPYLENE PULL CORD IN ALL CONDUITS.

2. TRENCHING AND BACKFILL ACCORDING TO
SPECIFICATIONS.

3. MINIMUM OF 4'-0" CLEAR BETWEEN ADJACENT

DUCTBANKS.

TE BARS AT 3'-0"
CENTER

CONDUIT NONMETALLIC
SPACER, MAXIMUM 5' ON
CENTER. CARLON S288 SERIES,
UNDERGROUND DEVICES
WUNPEECE, OSBORN
ASSOCIATES 5100 SERIES.

APPROXIMATE LOCATION OF EQUIPMENT
ROOM. REFER TO 1/E1001-7.5 FOR
ADDITIONAL INFORMATION.

CONTRACTOR SHALL PROVIDE AND

INSTALL ONE(1) 4° PVC SCHEDULE 40
CONDUIT AS SPARE.

REFER TO ONE LINE DIAGRAM ON E4.1
FOR WIRE AND CONDUIT SIZING.

LOCATION OF PACIFIC POWER UTILITY
TRANSFORMER AND VAULT. CONTRACTOR
SHALL PROVIDE TRANSFORMER PAD/VAULT
PER UTILITY COMPANY REQUIREMENTS
3—PHASE TRANSFORMER VAULT

S.I. #7992600.

N HH-1, REFER TO 1/E3.1
\\vﬂ/
|

I
T 2) 4" CONDUIT FOR
/ / B oLooY ChBnG,
|
I

APPROXIMATE LOCATION OF PANELBOARD

'P2’. REFER TO E3002 SERIES DRAWINGS
FOR EXACT LOCATIONS.

APPROXIMATE LOCATION OF REMOTE
EQUIPMENT CABINET. REFER TO

7 gl

1/E3002-7.5 FOR ADDITIONAL INFORMATION.

~N
N
~N
~N
NNNNAY

/ MAI CE BUILDING. I
(REFER TO 3002 SERIES DRAWINGS)

____———ROUTE 2§10 AND 1#10 GND IN 3/4°C. FROM
PANEL '‘P1’ TO WALL MOUNTED EPO SWITCH.
EPO SHALL BE LOCATED NOT LESS THAN 20’
OR MORE THAN 100’ FROM THE FUEL
DISPENSING DEVICES THEY SERVE. EPO SHALL
BE WIRED PER MANUFACTURERS
RECOMMENDATIONS FOR SHUTTING OFF POWER
TO FUEL TANKS. ROUTE UNDERGROUND UNDER
NEW MAINTENANCE YARD. REFER TO E-1001-5.1
FOR ADDITIONAL INFORMATION ON [TEM EPO.
CONNECTIONS TO EPO SHALL FOLLOW NEC 500
AND NFPA 70 FOR CLASSIFIED AND HAZARDOUS

T\
P2-92 \
N
\
7777777 \
\ P2-10
< \ Vo
| ADMINISTRATION BULDING. '\ / & \ §
,(REFER TO 1001 SERIES DWGS) N e
N
N ‘ N
s g /ﬂ\ &5 j P2-96 — —E| §
E}i@;74gpggf SESTENTT %;%&lgd i ]
AL\
kwm=1 \\

(2) 4" CONDUITS FOR
INCOMING TELECOM SERVICES.

REFER TO E-2.2
FOR CONTINUATION

GENERAL ELECTRICAL SHEET NOTES:

2. ABBREVIATION KEY:
E.C.
T.C.
M.C.
G.C.
AFF
C
TYP
+¥

3 - OE -

4‘ - w -

5 M

o QO

e

: O

NEW WORK BY THIS CONTRACTOR (DARK SOLID LINE)

NEW WORK UNDERFLOOR OR UNDERGROUND BY THIS CONTRACTOR
(DARK LONG DASHED LINE)

NEW WORK BY OTHERS AND/OR EXISTING TO REMAIN (LIGHT SOLID LINE)

ELECTRICAL CONTRACTOR

TELECOMMUNICATIONS CONTRACTOR

MECHANICAL CONTRACTOR

GENERAL CONTRACTOR

ABOVE FINISHED FLOOR

CONDUIT

TYPICAL

MOUNTING HEIGHT FROM FINISHED FLOOR TO CENTERLINE

EXISTING OVERHEAD ELECTRICAL LINES TO REMAIN
OVERHEAD ELECTRICAL LINES TO BE REMOVED
METER HOUSING AND SOCKET

JUNCTION BOX

HAND HOLE

8. THE LOCATION AND EXTENT OF UNDERGROUND UTILITIES, IF SHOWN, ARE BASED UPON EXISTING
DRAWINGS PROVIDED BY OTHERS AND BY ABOVE GROUND EVIDENCE. THERE IS NO GUARANTEE AS
TO THE ACCURACY OR THE COMPLETENESS OF THIS INFORMATION. SIZE AND LOCATION OF ITEMS
SHALL BE CONSIDERED APPROXIMATE. ADDITIONAL UNDERGROUND UTILITIES MAY BE PRESENT.
VERIFICATION OF THE EXISTENCE AND LOCATION OF ALL UTILITIES SHOULD BE OBTAINED FROM THE
UTILITY OWNERS PRIOR TO ANY PLANNING OR DESIGN.

WIRE AND CONDUIT FOR
EXISTING "SA’ LIGHTS.

\
\
\
\
\
(2) 4"CONDUIT FOR \\
TECHNOLOGY CABLING. N
\
\
\
\
\
b 7 2 e == > mm=—r \
\
\
\
\
\
\
VEHICLE STORAGE BUILDING. : \\
(REFER TO 3003 SERIES DRAWINGS) \
\
*—T; ,717i7777"' T s ;.- ...._ :. =
=

FOR CONTINUATION

\— NEW FINAL LOCATION OF EXISTING FUEL TANKS.
RE—-LOCATED FROM TEMPORARY MAINTENANCE
YARD. ALL CONNECTIONS MUST BE EXPLOSION
PROOF FOR RATED AREA.

| __—— APPROXIMATE LOCATION OF

7l TELECOMMUNICATIONS WALL FIELD.
REFER TO 1/E3003-7.5 FOR
ADDITIONAL INFORMATION.

— APPROXIMATE LOCATION OF PANELBOARD
'P3’. REFER TO E3003 SERIES DRAWINGS
FOR EXACT LOCATIONS.

ENLARGED ELECTRICAL SITE PLAN

SCALE: 1"=20'-0"

10 0

10 20 30 40
1’l=201
SCALE

50
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